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ArTICLE  \Waffle couNT 1700 Nm
COMPOSITION 10096 Cashmere
TYPE --

Collection Swatch

Roting 9 5 g

Gauge
Finishing  Generous steaming + ironing is recommended

Size

Weight

& 50g/85mt X 51/2 10xl0cm 158 x 21R

Minimums per Colour

Optimal dye-lots

20kgs or from 5 to 19kgs with surcharge

Any quantity starting from 5 to 150 kgs

Care Instructions

| 2P Ya(G)S

Dry cleaning
Ironing may be performed at low setting only

Do the necessary trials before starting the production due to the yarn structure

Woolmark colour fastness for knitwear

Any other special fastness should be expressly requested at the moment of the order
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ArticoLo  \Waftle TrroLo 1700 Nm

COMPOSIZIONE 1009 Cashmere
TIPOLOGIA -

Telo collezione  Finezza 9.} 2g

Finissaggio ~ Abbondante vaporizzo e stiratura sono consigliati
Dimensione

Peso

& 50g/85mt X 51/2 10x10cm  15M x 21F

Minimo per Colore  20kg o da 5 a 19kg con supplemento

Bagni tintoria ottimali ~ Qualsiasi quantitd, a partire da 5 a 150 kg

Istruzioni manutenz.  Lavare a secco
capo finito  Stirare solamente a bassa temperatura
’g * a@ﬁ Data la costruzione del filato si raccomanda di eseguire tutte le prove necessarie

Solidita colore Woolmark per maglieria

Ogni altra solidita particolare deve essere espressamente richiesta al momento dell'ordine
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